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C O M PA N Y

BALER TWINE

PP BALER TWINE

Ref. mtr/kg Variation Tolerance Bale coils  Pallet/
Bales Colors

60 55 8% 750 2 of 10 kgs /
1 of 24 kgs 70/60

80 75 8% 525 2 of 10 kgs /
1 of 24 kgs 70/60

110 100 8% 450 2 of 9 or 10 kgs 70

130 120 8% 385 2 of 9 or 10 kgs 70

150 135 8% 355 2 of 9 or 10 kgs 70

300 290 8% 185 2 of 5 or 5,5 kgs 100

350 338 8% 140 2 of 5 kgs 100

400 387 8% 120 2 of 5 kgs 100

500 485 8% 100 2 of 5 kgs 100

600 585 8% 70 2 of 5 kgs 100

800 785 8% 65 2 of 5 kgs 100

1000 980 8% 58 2 of 5 kgs 100

The characteristics of this rope make it highly efficient with 
excellent performance.

  High resistance to UV rays
  A reliable torsion without knots
  Additional length that is available for a high number of products 

• 	 Thread Pack special  dehydrating and recovered presses of Ref. 
60 to 80 mtr / kg .

• 	 Special  thread meat sector.  Ref.  100 mtr / kg .
• 	 Thread Pack “HD”,  Ref.  110 mtr / kg .
• 	 Macro-packer packing thread, of Ref.  130 and 150 mtr / kg .
• 	 Standard packing thread, from Ref.  200 to 450 mtr / kg .
• 	 Thread Pack Roto-packer Ref.  500 to 800 mtr / kg .
• 	 Thread Pack Thin,  Ref.  Up to 1000 mtr / kg .

SISAL BALER TWINE

Wrapp ing  str ing  made in  S isa l  veget ab le  f ibers  of  approx imate ly  150  mtr/kg .

S
ince our beginnings in this area, more than half a 
century ago, our aim was that all of our products for 
fishing, agriculture, business and industry were of 

the highest quality possible. 

For this reason, all the experience gained and 
demonstrated over this long period, by our manufacturing 
and commercial departments have always allowed them 
to focus on bringing to the market the most appropriate 
products for every need of our clients. Also verifying 
with all the necessary precision and relevant evidence 
that, absolutely all that goes on sale will give a completely 
satisfactory result

In trying to maintain these ideals we are in a constant 
battle to get the latest technology in the manufacturing of 
all of our products and with the help of the most advanced 
machines that are available in the market and the best 
raw materials in order to maintain that quality and to 
incorporate into our range, new products that may arise

Nowadays our modern facilities are located in large 
pavilions with an approximate area of 12.000 m2

Farming  sector



POLISTIEL ROPE COMBINATION WIRE ROPE - MALLETA

POLYETHYLENE ROPE SEINE ROPE - JARETA
JARETA POLYETHYLENE JARETA POLISTIEL

MULTIFILAMENT POLYPROPYLENE ROPE

Diam. Weight Breaking 
load  

Breaking 
load  

mm 100 mtrs. Wire Total

32 90 8.800 20.500

34 110 10.600 23.500

36 120 12.600 27.500

38 140 14.800 30.000

40 150 14.800 32.400

42 160 17.500 36.100

44 180 19.700 40.500

46 200 22.500 44.000

48 240 25.500 49.500

50 280 28.500 52.200

Diam. Weight Tolerance Diam. Weight Tolerance

mm Gr/mt kgf mm Gr/mt kgf

4 7,8 300 28 357 13.056

5 11 440 30 411 14.892

6 17 690 32 453 15.606

8 30,1 1.213 36 573 19.655

10 44,9 1.815 40 719 24.684

12 65,3 2.641 44 876 29.580

14 88,9 3.610 48 1.044 34.374

16 115,7 4.580 52 1.225 39.780

18 147,7 5.834 56 1.425 45.594

20 181 6.967 60 1.636 52.020

22 220,8 8.507 64 1.859 59.160

24 263,5 9.976 72 2.350 73.950

26 303,2 11.526 80 2.912 90.780

Diam. Weight Tolerance Diam. Weight Tolerance

mm Gr/mt kgf mm Gr/mt kgf

4 8,1 200 28 390 8.211

5 12,1 260 30 460 9.486

6 18,1 400 32 525 10.710

8 33 700 36 660 13.464

10 49 1.091 40 785 16.320

12 72 1.540 44 950 19.635

14 95 2.091 48 1.150 22.848

16 128 2.805 52 1.350 26.418

18 161 3.468 56 1.570 30.396

20 200 4.274 60 1.800 34.476

22 240 5.080 64 2.050 39.066

24 295 6.100 72 2.590 49.062

26 328 6.936 80 3.210 60.384

Diam. Weight Tolerance Diam. Weight Tolerance

mm Gr/mt kgf mm Gr/mt kgf

4 8 281 28 355 10.710

5 11 340 30 400 12.240

6 17 602 32 460 13.464

8 30 1.061 36 585 16.932

10 45 1.561 40 720 20.502

12 65 2.213 44 880 24.582

14 90 3.050 48 1.040 28.560

16 115 3.774 52 1.220 33.048

18 148 4.814 56 1.420 37.842

20 180 5.804 60 1.630 43.248

22 220 6.956 64 1.850 48.960

24 260 8.129 72 2.340 64.506

26 305 9.404 80 2.900 75.582

Diam. Weight Tolerance
mm Gr/mt kgf
16 12,80 2.800
18 16,10 3.470
20 20,00 4.280
22 24,30 5.080
24 29,50 6.100
26 32,80 6.940
28 39,30 8.200
30 46,00 9.490
32 52,50 10.700
34 56,50 11.800
36 66,00 13.460
38 71,00 14.900
40 78,50 16.320
42 83,50 17.650
44 95,00 19.630
46 105,00 20.950

Diam. Weight Tolerance
mm Gr/mt kgf
16 11,5 4.910
18 14,8 6.305
20 18,0 7.600
22 22,0 8.905
24 26,0 10.490
26 30,5 12.320
28 35,5 13.910
30 40,5 16.070
32 46,0 17.540
34 52,0 19.520
36 58,5 22.080
38 65,0 24.150
40 72,0 26.860
42 79,0 28.950
44 88,0 31.780
46 96,0 33.850

Fishing sector

TExTILE CORE WIRE CORE

Diam. Weight Breaking load  

mm 100 mtrs. Wire

16 55 7.500

18 70 9.200

20 80 11.300

22 82 12.200

24 95 15.000

26 100 16.000

28 105 17.000

30 115 18.000

Diam. Weight Breaking Diam. Weight Breaking

mm kg/mtr load mm kg/mtr load

14 0,237 3.600 14 0,327 5.500

16 0,270 4.800 16 0,377 6.800

18 0,302 5.500 18 0,452 8.000

20 0,396 7.200 20 0,591 10.700

22 0,525 10.700 22 0,713 13.200

24 0,668 11.500 24 0,908 17.800

26 0,708 13.300 26 1,028 19.000

28 0,843 14.000 28 1,268 23.500

30 1,015 17.300 30 1,390 25.500

32 1,065 18.500 32 1,544 27.800

This type of rope is ideal for a wide 
variety of different tasks. Due to its high 
resistance to abrasion and its low elasticity, 
this type of rope is typically used in the fishing 
industries. 

It has more strength than polyethylene rope, so 
for similar applications requires less caliber.

Polistiel rope has positive buoyancy and 
weighs less than polyethylene rope. For other 
applications it can be weighted to help the item 
sink. 

This is a type of semi-woven wired rope that is designed to have a 
specific rolein the art of trawling the seabed.

The main advantage of this rope in comparison to alternatives, such 
as (chains, iron wire etc) is that it is less dense, thus allowing it to 
slide over the seabed easily without getting stuck.

Another important advantage is its longer duration than the 
elements described above. Tests showed excellent results in very 
diverse fishing conditions and types of sea floors.
 
There are different constructions, 4,5 and 6 strands from 16mm to 
80mm, always with fibre core and the galvanized steel wire can be 
coated with a variety of different fibres, mainly polistiel and others 
like multifilament polypropylene, polyester or high tenacity nylon 
depending on the fishing area and the sea floor.

Excellent for the fishing industry 
(nets, fishing rope....), when it’s high 
resistance and flexibility are necessary. Highly 
resistant to abrasion and to heavy impacts. The 
rope is also strongly resistant to traction in 
both wet and dry conditions.

This rope has a smooth and slippery finish so is 
easy to use and manage.

The “Jareta” is a netting that is 
especially designed to close the 
sardine ring net. The ring is placed in 
the bottom of the net, which allows it 
to close like a bag thus retaining all 
the fish caught.

The main characteristic of this net is that it is 
made with stronger tension than the normal 
rope.

 “Jaretas” without lead (unleaded) 

 “Jaretas“ with lead weights speed up 
the rope sinking. Its manufacture, in terms of 
characteristics, weight per metre and more 
open or closed, is carried out according to the 
necessities of each client. 

The raw materials that are used nowadays to 
manufacture the “Jaretas” provide great 
resistance to wear and tear and line 
breakages which in the end leads 
to a greater workload and 
durability

This type of rope is easy to hold and 
handle. The main applications are for the use 
of the fishing industry, being nautical mooring 
lines, anchoring and support ropes. 

These ropes are also used for pleasure boats 
and general uses.

HEADROPE – TRALLA CORCHO 

COMBINATION ROPE – DANISH COMBIROPE

SISAL ROPE

Mixed rope generally of four strands 
that is used for the construction of 
the bottom trawl and is armed in the 
mouth in its upper part.

The materials used in the ends of this mixed rope 
(fibre + wire) are multifilament polypropylene 
tarred, sisal and raffia PP.

Vegetable tar is an additive that causes water 
to drain off in the fiber. 

Generally six strands rope made out of polistiel 
and steel cord thus with a high tenacity and high 
resistance to wear and tear. They can be made 
with a textile or galvanized steel wire core.

 6 strands + fibre core
 6 strands + IWRC

Usage: Fishing (trawling, reinforcement, etc...), 
industry ( lifting cargos, suspending, slings, 
etc...),  Leisure (children’s parks)

This rope is made out of 
natural and ecological fibres, 
with high resistance to 
traction, great grip 
and knot retention. 

Sisal rope also has a 
high level of resistance 
to UV rays, salt water 
and after use the rope should be stored in dry 
conditions. 

Sisal is used for agriculture, the cattle industry, packaging and DIY 
for example, children’s toys, sports and manual jobs. 

Diam. Weight Tolerance Diam. Weight Tolerance

mm kg/100mt kgf mm kg/100mt kgf

5 2,7 246 30 65 4.775

6 3,4 305 32 74 5.385

8 4,6 381 34 84 5.995

10 7,2 584 36 94 6.719

12 10,5 864 38 105 7.392

14 14,2 1.118 40 116 8.179

16 18,6 1.486 44 140 9.805

18 23,5 1.753 48 167 11.481

20 29 2.223 52 196 13.412

22 35 3.410 56 227 15.495

24 42 3.162 60 260 17.610

26 49 3.670 64 297 19.813

28 57 4.204 72 376 24.893
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of the fishing industry, being nautical mooring 
lines, anchoring and support ropes. 

These ropes are also used for pleasure boats 
and general uses.

HEADROPE – TRALLA CORCHO 

COMBINATION ROPE – DANISH COMBIROPE

SISAL ROPE

Mixed rope generally of four strands 
that is used for the construction of 
the bottom trawl and is armed in the 
mouth in its upper part.

The materials used in the ends of this mixed rope 
(fibre + wire) are multifilament polypropylene 
tarred, sisal and raffia PP.

Vegetable tar is an additive that causes water 
to drain off in the fiber. 

Generally six strands rope made out of polistiel 
and steel cord thus with a high tenacity and high 
resistance to wear and tear. They can be made 
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 6 strands + fibre core
 6 strands + IWRC

Usage: Fishing (trawling, reinforcement, etc...), 
industry ( lifting cargos, suspending, slings, 
etc...),  Leisure (children’s parks)
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high level of resistance 
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Sisal is used for agriculture, the cattle industry, packaging and DIY 
for example, children’s toys, sports and manual jobs. 

Diam. Weight Tolerance Diam. Weight Tolerance

mm kg/100mt kgf mm kg/100mt kgf

5 2,7 246 30 65 4.775

6 3,4 305 32 74 5.385

8 4,6 381 34 84 5.995

10 7,2 584 36 94 6.719

12 10,5 864 38 105 7.392

14 14,2 1.118 40 116 8.179

16 18,6 1.486 44 140 9.805

18 23,5 1.753 48 167 11.481

20 29 2.223 52 196 13.412

22 35 3.410 56 227 15.495

24 42 3.162 60 260 17.610

26 49 3.670 64 297 19.813

28 57 4.204 72 376 24.893
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Ref. mtr/kg Variation Tolerance Bale coils  Pallet/
Bales Colors

60 55 8% 750 2 of 10 kgs /
1 of 24 kgs 70/60

80 75 8% 525 2 of 10 kgs /
1 of 24 kgs 70/60

110 100 8% 450 2 of 9 or 10 kgs 70

130 120 8% 385 2 of 9 or 10 kgs 70

150 135 8% 355 2 of 9 or 10 kgs 70

300 290 8% 185 2 of 5 or 5,5 kgs 100

350 338 8% 140 2 of 5 kgs 100

400 387 8% 120 2 of 5 kgs 100

500 485 8% 100 2 of 5 kgs 100

600 585 8% 70 2 of 5 kgs 100

800 785 8% 65 2 of 5 kgs 100

1000 980 8% 58 2 of 5 kgs 100

The characteristics of this rope make it highly efficient with 
excellent performance.

  High resistance to UV rays
  A reliable torsion without knots
  Additional length that is available for a high number of products 

• 	 Thread Pack special  dehydrating and recovered presses of Ref. 
60 to 80 mtr / kg .

• 	 Special  thread meat sector.  Ref.  100 mtr / kg .
• 	 Thread Pack “HD”,  Ref.  110 mtr / kg .
• 	 Macro-packer packing thread, of Ref.  130 and 150 mtr / kg .
• 	 Standard packing thread, from Ref.  200 to 450 mtr / kg .
• 	 Thread Pack Roto-packer Ref.  500 to 800 mtr / kg .
• 	 Thread Pack Thin,  Ref.  Up to 1000 mtr / kg .

SISAL BALER TWINE

Wrapp ing  str ing  made in  S isa l  veget ab le  f ibers  of  approx imate ly  150  mtr/kg .

S
ince our beginnings in this area, more than half a 
century ago, our aim was that all of our products for 
fishing, agriculture, business and industry were of 

the highest quality possible. 

For this reason, all the experience gained and 
demonstrated over this long period, by our manufacturing 
and commercial departments have always allowed them 
to focus on bringing to the market the most appropriate 
products for every need of our clients. Also verifying 
with all the necessary precision and relevant evidence 
that, absolutely all that goes on sale will give a completely 
satisfactory result

In trying to maintain these ideals we are in a constant 
battle to get the latest technology in the manufacturing of 
all of our products and with the help of the most advanced 
machines that are available in the market and the best 
raw materials in order to maintain that quality and to 
incorporate into our range, new products that may arise

Nowadays our modern facilities are located in large 
pavilions with an approximate area of 12.000 m2

Farming  sector
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